
















Cincom M16-III Cincom M16-V Cincom M32-III Cincom M32-V

Main spindle
Max. machining diameter [mm] 16 16 32 32
Max. turning length without re-chucking [mm] 200 200 320 320
Through-hole diameter [mm] 20 20 36 36
Speed - main spindle [rpm] 10,000 10,000 8,000 8,000
Indexing - main spindle C axis C axis C axis C axis
Main spindle drive [kW] 2.2 2.2 7.5 7.5

Sub-spindle
Max. machining diameter [mm] 16 16 32 32

Speed - sub-spindle [rpm] 10,000 10,000 7,000 7,000

Indexing - sub-spindle  C axis  C axis   C axis  C axis
Sub-spindle drive [kW] 0.75 0.75 3.7 3.7

No. of rotary tools at
vertical tool holder
Speed of rotary tools [rpm] 8,000 8,000 7,000 7,000
Drive power [kW] 0.75 0.75 1.0 1.0
Number 4 4 4 4

Stations 10 10 10 10

No. of rotary tools at turret

Speed of rotary tools [rpm] 6,500 6,500 5,000 5,000
Drive power [kW] 0.75 0.75 1.5 1.5

Tools
Turning tool dimensions 10 x 10 x 10 x 10 x 120 16 x 16 x 130 16 x 16 x 130
Number 5 5 5 5
Drill holder for back machining 3 (2 rotary)** 3 (2 rotary)** 3 (2 rotary)** 3 (2 rotary)**

Collet sleeve dia. 19.05 19.05 25.4 25.4

Collet type / Guide Bush type 
Collets ((main spindle/sub-spindle) F20 F20 F37 F37
Drill collets ER 11 ER 11 ER 16/20 ER 16/20
Guide bush (Neukomm)	 61,002 61,002 28,001 28,001
Rapid feed rate - all axes [m/min] 20 20 20 20

Machine dimensions 

Dimensions  
(without bar feeder) L/W/H [mm]

2,450 x 1,320 
x 1.700

2,450 x 1,420 x 
1,730

2,770 x 1,300 x 
1,790

2,800 x 1,430 
x 1,820

Centre height [mm] 1,100 1,132 1,100 1,132
Weight [kg] 2,400 2,600 2,900 3,100

Our local dealer

Our sales network in Germany and Europe you will 
find at: www.citizen-boley.de




